Certificate of Calibration

THIS IS TO CERTIFY THAT UNITED TESTING SYSTEMS CANADA LTD.,
HAS CALIBRATED THE FOLLOWING ROCKWELL HARDNESS TESTER IN
ACCORDANCE WITH ASTM-E18-08 INDIRECT METHOD.

CERTIFICATION IS VALID FOR THE SCALE(S) LISTED BELOW AND MEETS THE
REQUIREMENTS OF ASTM-E15.

CERTIFICATE NUMBER: CR#00002 CALIBRATION DATE: April 9, 2010
CERTIFICATE ISSUED: April 8, 2010 REQUESTED DUE DATE: August 23, 2010

CALIBRATION & CUSTOMER INFORMATION:

COMPANY ANY COMPANY
ADDRESS: 123 ANY STREET
CITY/PROVINCE: ANY CITY, ANY PROVINCE
SYSTEM LOCATION: METALLURGICAL LAB
MANUFACTURER: LECO

MODEL: RT-240

SERIAL NUMBER: 123456

ASSET NUMBER: LOs

INDICATCR RESOLUTION; 0.1

AMBIENT TEMPERATURE: 26.0°C
CALIBRATION TECHNICIAN: ANY TECHMICIAN

CERTIFIED SCALES:

HRA, HRC

TRACEABILITY AND UNCERTAINTY:

THE REFERENCE BLOCKS USED FOR VERIFICATION OF HRC SCALE ARE TRACEABLE TO NIST. ALL
OTHER SCALES ARE TRACEABLE TO DAVID L ELLIS Co INC. HARDNESS LABORATORY. UNCERTAINTIES
EXPRESSED IN THIS CERTIFICATE USE A COVERAGE FACTOR OF 2 (K =2). UNCERTAINTY ANALYSIS
RESULTS ARE VALID ONLY FOR THE RESULTS OF THIS CALIERATION.

CALIBRATED BY

Linited Testing Systems Canada Limited
21 - 225 Bradwick Drive, Concord, Ontario L4K 1K7

Tel.: [905] B69-5327 Fax: (9058) 738-5051
E-mail: service@utscanada.com PAGE 1 OF 3

%
ISO/IEC 17025 ANSI/NCSL 2540-1-1994; Part 1 Accredited by: NW @@

Cartificate and report zhall not be reproduced, except in full, without The written approwal of UMITED TESTING SYSTEMS CANADA LIMITED NVLAP Lab Code; 200311-0
Thiz report & not to be used to claim produzt cerlificatian, appraval, or endorsement by United Testing Systems Caneda Limied, NVLAR MIST, or sy government agency

UNITED CALIBRATION GROUP i
I\s..%"-'*"-'“-""-'-'-““"" e s e Tl e T o S e e P W T ol e s T Tl Wil | L T o Y S e Tl T 72 W 75

AUTHORIZED SIGNATORY




Calibration Report

CERTIFICATE NUMBER; CR#00002 CALIBERATION DATE: April 9, 2010
CERTIFICATE ISSUED: April 9, 2010 FREQUESTED DUE DATE: August 23, 2010

CALIBRATION & CUSTOMER INFORMATION:

COMPANY: ANY COMPANY
MODEL: RT-240
SERIAL NUMBER: 123456
ONSITE INDIRECT VERIFICATION OF READINGS AS FOUND:
ROCKWELL|TEST BLOGCK| NOMINALITOLIINDENTOR[BLOCK ==~ =~ = "READINGS-
SCALE SIN WALUE | +/- SN ue q 2 3 ANG
HRA 0501528 63.09 |[1.0]| 57387 0.42 53.2 63.4 63.5 53.37
HRA, 3549542 71.43 |1.0]| 67357 0.22 71.6 1.7 71.6 71.63
HRA 0501643 B2 64 |058| 67367 0.20 828 82 8 82.7 B2.77
HRC 3580752 2324 |1.0| 87387 0,39 24 0 24.1 24 1 24.07
HRC 4403143 4471 | 1.0 B7367 0.32 450 452 453 4517
HRC 3583754 5279 |05| 673687 0.31 62.7 83.0 63.2 62.97

NOTES, INDENTOR DOES NOT MEET REQUIREMENTS AS PER ASTM-E18-08b.
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