Certificate of Calibration

THIS IS TO CERTIFY THAT THE FOLLOWING DESCRIBED EQUIPMENT HAS BEEN
CALIBRATED IN ACCORDANCE WITH UNITED TESTING SYSTEMS CANADA LTD.,
PROCEDURE SOP- 7080.

CALIBRATION IS VALID FROM 2 TO 20 Ibf AND HAS BEEN FOUND
TO BE WITHIN 1% OF READING UNLESS OTHERWISE NOTED.

CERTIFICATE NUMBER: CR#000123 CALIBRATION DATE: April 13, 2010
CERTIFICATE ISSUED: April 13, 2010 REQUESTED DUE DATE: April 13, 2011
COMPANY. ANY COMPANY
ADDRESS; 123 ANY STREET
CITY/PROVINCE: ANY CITY, ANY PROVINGCE
SYSTEM LOCATION: UTS CANADA LTD. FORCE LAB
SYSTEM CALIBRATED: FORCE GAUGE MAREK-10 BG20 SM. 00123456
LOAD CELL/ITRANSDUCER: INSTALLED
ASSET NUMBER(S): WA
DIRECTION: TEMSION AMND COMPRESSION
CALIBERATION RANGE(S): 20 Ibf
INDICATOR/RESOLUTION: MARK-10 BGZ20 DIGITAL DISPLAY £ 0.01
AMEBIENT TEMPERATURE 230°C
METHOD SET THE FORCE
CALIERATION TECHMNICIAN: ANY TECHNICIAN
READOUT:
STANDARD FILE: MnTO0dw
STANDARD S/N: M30-38/U1-13/2318-0-033
MANUFACTURER: RICE LAKE
DATE DUE: Jul 23, 2010
CERTIFIED BY: MINMESOTA
TYPE DEAD WEIGHTS
TRACEABILITY NO 323166/323167
CAPACITY: 700 Ibf
MODE:; UNIVERSAL
CLASS A LIMIT: 0.5 Ibf
THE EXPANDED UNCERTAINTY OF THE FORCE MEASUREMENTS IS CERTIFIED TC BE LESS
THAN 0.25% USING A COVERAGE FACTOR OF k=2 FOR A CONFIDENCE LEVEL OF 95%.

CALIBERATED BY

Liniter Testing Systems Canada Limited
21 - 225 Bradwick Drive, Concord, Ontario L4K 1K7
Tel.: (905] 669-5327 Fax: (905) 738-5051
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