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Certificate of Accreditation to ISO/IEC 17025:2005

NVLAP LAB CODE: 200311-0

United Testing Sys. Canada, Ltd.
CONCORD ONT L4K 1K7
CANADA

is accredited by the National Voluntary Laboratory Accreditation Frogram for specific services,
listed on the Scope of Accreditation, for:

CALIBRATION LABORATORIES

This laboratory is accredited in accordance with the recognized International Standard ISOAEC 17025:2005.
This accreditation demonstrates technical competence for a defined scope and the operation of a laboratory quality
management system (refer to joint ISO-ILAC-IAF Communique dated January 2009).

2011-04-01 through 2012-03-31
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For the National Insfitute of Standards and Technology

NVLAP-01C (REV 2009-01-28)
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SCOPE OF ACCREDITATION TO ISO/IEC 17025:2005

United Testing Sys. Canada, Ltd.
225 Bradwick Drive, #21
Concord Ontario L4K 1K7
CANADA
Mr. Amo M., Dickertmann
Phone: 905-669-5327 Fax: 905-738-5051
E-mail: arnoi@utscanada.com

St

URL: htip://www.utscanada.com

CALIBRATION LABORATORIES NVLAP LAB CODE 200311-0
NVLAP Code: 20/A0] ANSI/NCSL Z540-1-1994; Part | Compliant
DIMENSIONAL

NVLAP Code: 20/D05

Length

Range Best Uncertainty (£) "' Remarks
Laboratory and Field Service Calibration of Extensometers

Exiensometer Linear Calibrator

(0w 1.0)in (14.6 + 34.8L)** "um ASTM L83

(0 to 25.4) mm (0.371 +0.03461.) " "“um ASTM E&3
Extensometer Gage Length

0.5 in 19 pm ASTM 83, Gage Blocks
1.0 in 39 pim ASTM 83, Gage Blocks
200n 77 um ASTM 83, Gage Blocks
(0tod)in 0.001 in ASTM E83, Caliper
(0 1o 102) mm 25.4 um ASTM ES3. Caliper
(Dt 12)in 0.0015 in ASTM EB3, Caliper
(0 to 305) mm 38 pm ASTM E83, Caliper

2011-04-01 through 2012-03-31 ,ddﬁ . /54.«/0(_)

Effective dates For the National Institute of Standards and Technology
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CALIBRATION LABORATORIES

Laboratory and Field Service Calibration
Crosshead [ Actuator Travel / Position Transducer

(0 to24) in
(0 to601) mm

{0t 2)in
(0 to 50.8) mm

(01012 in)
{0 to 305) mm

(0o 1)in
(0 to 25.4) mm

Crosshead Specd / Actuator Speed
() to 40) in‘min

(0 1o 1000) mm/min

Time

DC MV/V Voltage ratio measurement —

Range in mV:V
Oto3
MECHANICAL

NVLAP Code: 20/M06
Force — Laboratory Service

2011-04-01 through 2012-03-31

0.002 in
50.8 um

0.00015 in
A8 um

0.0015 in
38 um

{14.6 + 34.8L)" "um
(0.371 + 0.0346L)" " um

0.0015 n

0.8 um

125 ms

Laboratory Service

thﬂ ¥

NVLAP LAB CODE 200311-0

ASTM E2309, Caliper
ASTM E2309, Caliper

ASTM E2309, Micrometer |ead
ASTM E2309, Micrometer Head

ASTM E2309, Caliper
ASTM E2309Caliper

ASTM E2309, Linear Calibrator
ASTM E2309, Linear Calibrator

Displacement component using
digital linear scale
Displacement component using
digital linear scale

Time component by comparison
o digital stopwatch

Best Uncertainty () in % "' Remarkys
0.01% of rdg
Range in lbf Best Uncertainty (=) "' Remarks
to 112 404 0.025% of rdg ASTM E74 "*
o 300 000 0.05% of rdg ASTM E74 "e?

Effective dates
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